I[tem No.
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70

70
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Quantity Units

_EQUIPMENT LIST

A. Equipment to be suppiie@ by the Administration

Specification

Section Description

5 EA g 814 12 in. 1 way 3 section

{R+Y,G) signal head -
mast arm mount.

1 EA é 814 12 in. 1 way 5 section

{R+Y.G.YA,GA) signal head
- mast arm mount.

2 EA 814 Combination 8 in./%2 in.
: 1 way 5 section (8 in.
R.Y+G /12 in. YA,GA)
signal head — mast arm
4 EA XXX Micro loop probe with

1000 1. fead in cabie

B. Equipment to be furniéhed and/or installed by the Contractor.

Specification

Units Section Description
Furnish and install 12 in white
permanent preformed pavement

marking tape.

LF 555

Furnish and instail
concrete for signal
foundation.

cY 801

Furnish and install
ground rod - 3/4 in.
diameter x 10 f+.

EA 804

Furnish and instali 3 in.
schedule 80 rigid PVC
conduit — Pushed

LF 805

LF 805 Furnish and install 3 in.
| schedule 80 rigid PVC

conduit - slotted

Furnish arnd install 2 in.
schedute 40 rigid PVC
conduit — Trenched.

LF 805

Furnish and install 1 in.
ligquid tight flexible
non—-metallic conduit for
detector wire sieeve.

LF 805

Furnish & install 1 in. slectrical
conduit — galvanized

sleeve

Lé 805

B. Egquipment to be furnished and/or installed by the Contractor.
{continued)

I+tem No.
1

300

960

60

1060

1700

260

700

120

120

120

Quantity Units
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LF

LF

LF

LF

LF

EA

EA

LF

EA

EA

LF

LF

LF

EA

EA

Specification

Section Description

806 Furnish and install 250
Watt high pressure sodium
lamp and luminaire with
photo cel |

810 Furnish and install No. ©
AWG standard bare copper
ground wire.

810 Furnish and install
electrical cable - 2
conductor (Aluminum
shielded).

810 Furnish and install
electrical cable - 5
conductor (No. 14 AWG).

810 Furnish and install
electrical cable — 7
conductor (No. 14 AWG).

B10 Furnish and install {oop
wire encased in flexible
tubing (No. 14 AWG).

B10 Furnish and install 2 —
conductor — Tray cable
(No. 12 AWG).

811 Furnish and install
electrical handhole.

814 Install signal head -
mast arm mount.

815 Furnish and install saw
cut for signal {loop
detector}.

879 Furnish and install a 27
ft+ steel pole with a 50
f+ mast arm (Note: Four -
134n. x 90 in. anchor bolts).

829 Furnish and install 27 ++
steel pole with twin [0
and 50ft mast arms (Note:
Four — 2 in. x 90 in.
anchor bolts.

555 24 in. white preformed
pavement marking tape.

555 Remove existing pavement
marking.

555 Furnish and Install 6in.
white preformed pavement
marking tape.

818 Furnish and install 20 Ft
lighting orm on signal
structure

XXX Instail micro loop probe

set.
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